
High-tech tractor- 
driven chipper

CRANE-LOADED, MOBILE WOOD CHIPPERS
The drum chippers process trunk wood, 
tree top parts, logging debris and  
shrubbery into quality wood chips.
Drive: Standard tractors from 150 to 530 HP

Chippers program / 2019 edition

Demonstrates competence in chipper construction.

WOOD TERMINATOR

Many patented 

innovations!
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1859 The company emerged from the market forge 
of Groß St. Florian, founded by Karl Gutjahr I 
in 1859.

1926 Aloisia Guß (owner of the forge) marries master 
smith Karl Steindl. 

1932 Cäcilia Halbauer is taken in as a child by the 
Steindl family. Hundreds of carts, ploughs and 
harrows are manufactured. 

1952 Daughter Cäcilia marries master smith Erich 
Urch Snr. The market forge slowly became 
a business for manufacturing and trading 
agricultural machinery. 

1953 Daughter Karla and 1954 son Erich were born. 

1960 The former Steindl and Urch company had 
ten employees. 

1967 Erich Urch Snr. acquires a farm building from 
the parish council in Groß St. Florian and 
quickly builds a petrol station and a factory 
building. 

1968 Factory Hall I was rented to Obendrauf and 
Kaiser company. Hay blowers, slurry mixers, 
drying systems, ski lifts and the first 100 "Ras-
ant" motor mowers were produced. 

1974 Erich Urch Snr. took over Plant I himself. Put 
into production were: Hay blowers, slurry 
mixers and ski lifts. Helene and Erich Urch 
Jr. join the company. 

 Workforce: 18 employees

1976 Maize mills and screw conveyors were devel-
oped and sold. 

1977 This year saw the market launch of the suc-
cessful hydraulic silo rotary cutter, of which 
later thousands were produced. 

1986 The first stainless steel silo rotary cutters 
with a diameter of 8 m were launched on the 
market. 

 Workforce: 30 employees

1988 A new factory hall with 1,500 m2 is ceremo-
niously opened at Plant I. 

1990 The first Trumpf nibbling and folding machine 
was used, respectively. 

1994 The first wood chippers are developed. The 
first sheet metal laser cutting machine is also 
used. Workforce: 50

1997 Market launch: first WT 8 chipper with new 
Iveco diesel engine and Penz timber crane.

1999 The newly developed V15 flat silo rotary cutter 
is very well received, especially on the German 
market. 

2002 A new Giga 4 maize mill goes into operation: 
Drive power up to 600 HP possible, grinding 
capacity: approx. 50 t CCM per hour. 

2003 Ing. Robert Urch joins the Mus-Max GmbH. 
The second laser sheet metal cutting machine 
with pallet storage was put into operation.

2006 Plant II: A new final assembly hall with 1,500 
m2 is built with an exhibition centre. Investment 
amount: 3 million euros, total area of the 
premises: approx. 5,000 m2. Workforce: 70

2007 Chipper export successes to Ireland, Portugal, 
Slovenia, Poland, Hungary and Croatia are 
recorded. 

2008 Strong export growth in Spain. New truck with 
23 m long crane.

2009 150 years – the "anniversary year". The third 
laser cutting system Trumpf 5030 is pur-
chased. Wage labour is increasing. 

2011 Hall reconstruction of Plant I with overhead 
cranes, lathes (Mori-Seiki, Doosan) were 
bought. Export of chippers is increasing. 

2013 Plant III (Wettmannstätten): Commissioning of 
a new factory hall for machining, investment 
sum with a new milling machine: over 2 million 
euros. 

2014 Investments are made in a new, large electronic 
balancing machine and MB truck. 

 Workforce: 90

2015 Purchase of a 4-roll bending machine (up 
to 25 mm sheet metal). A turbo cyclone was 
developed for silo discharge. 

2016 The fourth laser cutting machine with the latest 
fibre technology was purchased. A Giga maize 
mill was developed for 500 HP tractors. The 
chippers already make up two-thirds of the 
production! 

2017 Two new 5-axis milling machines and a CNC 
lathe (DMG-MORI) were put into operation in 
Plant III. 

2018 A new folding machine (Trumpf), 2 lift trucks 
and welding machines are added.

2019 2 new Doosan milling machines with 4 axes 
are purchased. Terra Mill with bunker was 
developed.

 Workforce: 110

Plant I Plant II Plant III

The milestones of our 160 years of company history
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Dear readers,

In 1994 we developed the first two WT 7 chippers. I had the idea to build a new 
drum chipper because a customer brought a "slate" tractor-driven chipper from 
Lower Austria to us to repair it. Many farmers were already building wood 
chip heating systems at that time and there were even several heating plants in 
our region. We had already started the series production of wood chip blowers 
four years earlier. I sensed that the market needs modern chippers in the future. 
Our development team under the direction of Mr. Florian Poprask designed 
the first chipper, which was already cut with our first laser cutting machine.

The Wood Terminator chippers worked technically well from the beginning, 
were driven with 200 HP, produced beautiful wood chips, only the statics, 
stability and wear had to be improved. The hydraulic drives for the feed 
and electric controls were also a challenge. The first machines were already 
operating reliably for over 1000 operating hours per year (e.g. from 2001 on 
WT 7 Z, family Huber in Inning). 

Until 2004 we built the chipper types WT 5 Z, WT 7  Z 
and WT 8 Z (max. feed W = 76 cm, H = 40 cm). From 
2004 on we built the first WT 9 Z tractor-driven chipper 
(feed B = 90 cm, H = 45 cm). 

One year later, the first "Chipper-Truck" MAN truck with 
WT 9 Z was developed and exhibited at the KWF trade fair for 
the company Lochner, customer Nassl. In the same year we proved 
that development at Mus-Max never stands still with a new successful 
model, the WT 10 Z. This was put through its paces by the customer, 
Mr Reinisch. After a short test phase, this chipper model went into 
series production and was sold for tractors up to 360 HP. With a feed of 
W = 98 cm and H = 70 cm, this WT 10 Z chipper was ahead of its time!

KommR. Erich Urch, Director

2 Chipper: Maindl 3 Chipper: Latzka
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History of development 

Wood chipper "Wood-Terminator" since 25 years

The secret of success? – Quality and speed!

In 2003 I joined the company Mus-Max and boosted sales. Over 40 chippers 
per year have already been produced. In 2006, the first 700 HP CAT diesel 
engine was installed for the customer Flick. This chipper worked right away 
and is still running today. The machine had a 3 m long feeding belt and an 
80 cm wide discharge belt. 

Now the type series WT 8XL, WT 9XL, WT 10XL and WT 11 (W = 110 
cm, H = 75 cm) were constructed and sold. Due to the increasing demand, the 
production area in Groß St. Florian became too small. For this reason a new 
final assembly hall with 1500 m² (Plant II) was put into operation at a second 
location in Groß St. Florian in 2007. In 2012 our development team under the 
direction of Mr. Johann Schelch developed and introduced the world's largest 
tractor wood chipper WT 12 Z (feed W = 135 cm, H = 90 cm). This chipper 
is still not reachable by the competition today. In 2013 the new CNC Centre 
(Plant III) in Wettmannstätten with 1500 m² production area was opened.

Hundreds of tractor-driven chippers and chipper trucks are now in use 
throughout Europe and overseas. Due to our high in-house production and 
the resulting quality, many regular customers are convinced by our products 
and buy them again. Reliable employees, a good apprenticeship training, top 
skilled workers and the whole "Mus-Max-Powerteam" are the most important 
capital of our company!

The first WT 12 chipper was built in 2017 on a "Chip-
per-Truck" Mercedes-Arocs truck (525 HP). In 2019 a 
new tractor-driven chipper, WT 11XL Z, was developed 
and introduced. This model completes our range of chippers 
(feed W = 135 cm, H = 75 cm). This chipper has a wider feed 
for tree top parts etc. and has good market potential. The new 
Mus-Max Puma Chipper-Truck with a rotatable Claas cabin, 
Mercedes-Arocs truck with the WT 11 NMV chipper with a hydraulic 
blower drive set a new standard! The customers will be amazed by 
this "Puma" because of the chipper capacity, blower throwing output 
and the top wood chip quality!

I hope that our development team continues to be so enthusiastic and 
I am convinced that we can export the "Wood-Terminator" internationally 
to even more countries. We fear no competition and continue to focus on 
innovation and progress!

Sow and implement innovation – reap success!

Robert Urch, Director

1 Chipper: Kaufmann
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Biomass is energy for the future!

Wood Terminator – tractor-driven chipper – Deliveries

 � Mankind and the climate
In the past, human intervention in nature has 
largely led to local and regional changes. Due to 
the artificial greenhouse effect, mainly caused by 
the combustion of gigantic quantities of fossil fuels, 
mankind is globally changing earth's ecosystem. 
The turn to renewable energy sources seems to 
be the order of the day.

 � What dangers are threatening?
 - Temperature rise by 1.4 to 5.8 degrees Celsius.
 - Sea level rise by 9 to 88 cm.
 - Increasing intensity of extreme weather events 
(e.g. heavy rainfall, storms).

 - In some cases the intensity of precipitation 
is significantly higher, in others dryness and 
droughts are more frequent.

 - Shifting of the winter snow cover 300 metres 
upwards.

 - Radical decline of alpine glaciers.
 - Loss of the protective function of alpine forests 
(avalanches, changes in species composition, 
migration or extinction of plant and animal 
species).

 - Human health endangered by increased climate 
stress caused by extreme weather events and 
by pathogens that have not yet occurred (e.g. 
Ebola).

 - Increased immigration pressure from people 
from climatically particularly affected regions 
(climate refugees).

 � Heating costs
Wood is the cheapest fuel! Currently you can 
save up to 50 % of your current heating costs 
with wood fuels. Crude oil prices have doubled 
in recent years, fuel oil prices are developing 
largely in parallel, with natural gas prices also 
lagging behind. A development that will certainly 
not change in view of the general conditions: 
Fossil resources are decreasing, the hunger for 
energy is growing, oil production in crisis regions 
is extremely unstable and vulnerable.

 � Wood chips – energy from native woodlands
Wood chips refers to mechanically shredded wood 

("wood chips") in the size range from 1 mm to 10 cm. 
As a rule, these are less valuable wood assort-
ments which are not used for further processing 
and chopped up – undergrowth, thinning, tree top 
parts, logging debris, sawing by-products, splinter 
wood, end pieces, etc. However, short-rotation 
forests will also become increasingly important 
in the future.

 � Quality criteria – ISO EN 172251 1-4 and 
ÖNORM C4005, respectively
A distinction is made primarily according to the 
size of wood chips (nominal length). For automatic 
boilers – and this is already standard use for 
wood chip plants – the fine wood chips are (P16S: 
Ø 1-2,5 cm, max. 8 cm long) of importance. The 
small nominal length guarantees that the fuel can 
be easily transported from the warehouse to the 
boiler via a screw conveyor. As far as the quality 
of wood chips is concerned, the water content is 
the decisive criterion. The drier the wood chips, 
the higher the calorific value and the better for 
storage. In addition, the type of wood and the diam-
eter of the wood chips also play a decisive role.  
The wood chip quality P31S (Ø 2-4 cm, max. 12 cm 
long) is ideal for small heating plants. Further 

quality classes are: P45S, P63 and P100 - for 
larger heating plants.

 � Convenient and easy to use
For thousands of years wood has been used as 
fuel all over the world. Woodlands are grow-
ing back. Many other forms of energy promote 
hunger across the world. Wood chips can now 
be transported dust-free into the storage rooms 
with the screw conveyor and the throwing device. 
Also wood chip blowers with electric motor or 
tractor-driven ones are used. Wood chip plants 
are used both in small-scale plants (e.g. sin-
gle-family homes) and in biomass heating plants 
that supply individual buildings or entire local or 
district heating networks. The MUS-MAX brand 
is synonymous with quality and reliability. The 
aim of innovation is to make the customer more 
efficient with our products. It is important that 
the customer earns money through the use of 
the machine and has economic success. This is 
why we incorporate the ideas of our customers 
into improvements. In the area of research and 
development, many patents and innovations in 
electronics, hydraulics, materials, processing and 
coating technology ensure progress in production.
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This small tractor-driven chipper (for manual and crane operation) is ideal for 
tractors from 90 - 170 HP and is characterised by its simple operation, quick 
maintenance and low drag resistance.

Chipper capacity: up to 60 lcm/h Feed opening (W x H): 64 x 50 cm  
(loose cubic metres/hour) Tree diameter: max. 50 cm

Tractor-driven chipper WT 7L Z
The reasonably priced entry-level model
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WOOD TERMINATOR 7L Z

The chipper variably uses chipper knives or interchangeable blades. Interchangeable, laser-cut 
Hardox screen plates with square holes ensure high-quality wood chips P16S, whereby the chipping 
length can be set to 2, 3, 4 or 5 cm. Under the screen, 3 generously dimensioned screw conveyors 
ensure a continuous wood chip supply to the blower. The powerful blower output can be adjusted 
to the tractor's strength by means of replaceable wear plates on the blades. In this feed size class 
(W = 64 cm; H = 50 cm) the mobile chipper WT 7L Z is far ahead of its time. 

With its modern electronic and load-dependent control system, this machine has been designed to 
be powerful and to have low drag resistance. A long service life is guaranteed. All wear plates in the 
blower and ejector are easily replaceable. The Wood-Terminator 7L Z is "the" superior tractor-driven 
chipper in its power class! Safety cable switch-off for manual operation.

Exact, clean wood chips
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Arguments that convince:

 3 user-friendly

 3 Screen change – easy-peasy

 3 easy maintenance

 3 reliable

 3 sturdily built

 3 long service life

 3 perfect wood chips

 3 low diesel consumption

Technical data  WT 7L Z

Feed opening (WxH) cm 64 x 50

Tree diameter max. cm 50

Chipper capacity up to max. lcm/h 60

Chipper knives or blades pcs. 8

Screen surface m² 0.95

Ejection height max. m 4.64

Throwing distance max. m 8

Machine dimensions (L/W/H) m 5.45 / 2.5 / 3.21

Dead load t 7 - 7.5

Feeding chain with roller m 1.2 or 2.2

Power requirement tractor HP 90 - 170

PTO shaft speed 1/min 750 or 1000

Axes pcs. 1 or 2

Drawbar design: Top or bottom hitching

Cable remote control: load-dependent electronic feeding 
belt switch-off with operating hours counter and daily 
hours counter for 10 customers

Exact, even, clean wood chips

The WT 7L Z is the only chipper of our type series which is suitable for 
crane and manual loading. 
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WOOD TERMINATOR 8XL Z

Equipped with high-tech electronics, the WT 8XL Z once again confirms  
the lead of MUS-MAX technology for the 200 HP tractor class.

Chipper capacity: max. 100 lcm/h  Feed opening (W x H): 64 x 60 cm  
(loose cubic metres/hour) Tree diameter: max. 60 cm

Tractor-driven chipper WT 8XL Z
The entry-level model for contract chipping
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WOOD TERMINATOR 8XL Z

Control panel with colour display
The most modern CANBUS electronics as well as the load-dependent 

feeding belt control confirm the success of this development. At the 
touch of a button, you can immediately switch from coarse to fine wood 
chips. The CANBUS electronics also have the advantage that the circuit 
board is vibration-proof and requires little space in the control box. In 
addition, a very thin, weatherproof cable with steel wire braiding and 
a small, handy, ergonomic Process Box are used.

Designed for users who start with 
contract chipping
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Arguments that convince:

 3 Top feed
A decisive advantage of this machine is 
the large rotor diameter and the large 
feed (W = 64 cm, H = 60 cm).

 3 Top advance
The longest chipper knife advance and 
the largest screen surface of this chipper 
series are convincing.

 3 Top maintenance
Since there are only eight chipper knives, 
they are quickly changed or ground. A 
generously dimensioned, thick-walled 
discharge screw conveyor and a blower 
equipped with easily replaceable wear 
plates confirm the easy maintenance 
of this unit.

 3 Top-quality wood chips
Highest wood chip quality, i.e.: clean 
square wood chips without fine dust 
particles – with low diesel consumption.

 3 Top protection
The patented foreign body securing of 
the chipper knives (against steel parts, 
stones ...) has proven itself and prevents 
larger damages to the chipper drum.

Technical data  WT 8XL Z

Feed opening (WxH)  cm  64 x 60

Tree diameter max.  cm  60

Chipper capacity up to max.  lcm/h  100

Chipper knives or blades  pcs.  8

Screen surface  m²  1.15

Ejection height max.  m  4.6

Throwing distance max.  m  10

Machine dimensions (L/W/H)  m  5.6 / 2.5 / 3.2

Dead load without crane  t  8.7

Dead load with crane  t  10.3

Feeding chain with roller  m  2.4

Power requirement tractor  HP  130 - 220

PTO shaft speed  1/min  750 or 1000

Axes  pcs.  2

Drawbar design: Top or bottom hitching
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WOOD TERMINATOR 9XL Z

The WT 9XL Z impressively demonstrates its power wherever top  
performance is required. Ideal for tractors with approx. 250 HP.

Chipper capacity: max. 130 lcm/h  Feed opening (W x H): 82 x 70 cm  
(loose cubic metres/hour) Tree diameter: max. 70 cm

Tractor-driven chipper WT 9XL Z
Setting off into a new dimension of performance
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For contractors who calculate
Thanks to a large-dimension rotor (Ø 900 mm) and the latest feed electronics, whole trees up to 700 
mm Ø can for the first time be easily processed into quality wood chips using tractors with a power 
output of approx. 200 HP. The wood chips are thrown through the screen with only one rotor rotation. 
The WT 9XL Z has the largest screen surface of all chippers in this feed width class. The result is 
clean, chunky wood chips with little fine material.

Even more economic efficiency!
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Arguments that convince:

 3 Top chipper knife non-return system
Prevents serious damages to the rotor.

 3 Top-quality wood chips according 
to quality standard
ÖNORM M7 133, ÖNORM C4005, EN/
TSS 14961 and ISO EN 172251 1-4

 3 Top efficiency
Low diesel consumption with 200 HP, 
high throughput, low maintenance 
costs.

 3 Top feed
Upper larger roller with tearing tools, 
lower roller of stable design; aggressive 
for shrubbery and logging debris.

 3 Top chipper completely tight
Machine does not lose any chipping 
material.

 3 Top "Multi-Tool" rotor
10 staggered chipper knives or inter-
changeable blades, quickly exchangeable.

 3 Top screen change
Screen laser cut, easily exchangeable, in 
5 min from P16S to P31S.

 3 Top drive axle
A hydraulic drive axle can be installed 
on request.

Technical data  WT 9XL Z

Feed opening (WxH)  cm  82 x 70

Tree diameter max.  cm  70 / 55 *

Chipper capacity up to max.  lcm/h  130

Chipper knives or blades  pcs.  10

Screen surface  m²  1.40

Ejection height max.  m  4.8

Throwing distance max.  m  12

Machine dimensions (L/W/H)  m  5.8 / 2.5 / 3.8

Dead load without crane  t  10

Dead load with crane  t  13.5

Feeding chain with roller  m  1.1 / 2.7

Power requirement tractor  HP  180 - 300

Axes  pcs.  2

Drawbar design: Top or bottom hitching

WOOD TERMINATOR 9XL Z

WT 9XL – the best-selling Wood Terminator

Different wheels (tyre equipment) possible

* softwood: 70 cm, hardwood: 55 cm
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WOOD TERMINATOR 10XL Z

The Wood-Terminator 10XL Z drum chipper automatically  
shreds whole trees and treetop parts into clean wood chips

Chipper capacity: max. 180 lcm/h  Feed opening (W x H): 98 x 75 cm  
(loose cubic metres/hour) Tree diameter: max. 75 cm

Tractor-driven chipper WT 10XL Z 
For contractors with approx. 350 HP on the tractor
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WOOD TERMINATOR 10XL Z

The feed has a larger and aggressive feed roller. A load-dependent electronic system stops 
the feeding belt at lightning speed, retracts automatically and ensures trouble-free chipping 
operation. The feeding belt does not slow down, resulting in clean, chunky wood chips. 
The wide feed (1 m) is optimal for shrubs and has proven its worth in trunk wood. The high 
contact pressure of the upper feed roller ensures top quality of wood chips, even in the 
case of logging debris. Due to the fully automatic, safe operation of the chipper, the crane 
operator can fully concentrate on feeding the chipper, therefore a throughput capacity of 
up to 180 loose cubic metres/hour (lcm/h) can be achieved.

The robust construction and simple 
operation convince
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Arguments that convince:

 3 Top feed
2.7 m long feeding belt; reinforced design; 
long service life.

 3 Top drive
Feeding belt and lower roller driven by 
separate hydraulic motors; strong feed.

 3 Top crash protection
When foreign bodies enter, the chipper 
knife destroys a replaceable metal body 
and ensures that no major damages occur 
to the chipper drum.

 3 Top screen change
The screen basket is divided and is 
quickly changeable by one person in a 
few minutes.

 3 Top blower
New throwing vanes with replaceable 
Hardox wear plates - higher blower 
throwing output.

 3 Top ejection
Accurate chipping wood stream and 
blowing up possible.

Technical data  WT 10XL Z

Feed opening (WxH)  cm  98 x 75

Tree diameter max.  cm  75 / 60 *

Chipper capacity up to max.  lcm/h  180

Chipper knives or blades  pcs.  5 / 10 / 12

Screen surface  m²  1.70

Ejection height max.  m  5.2

Throwing distance max.  m  12

Machine dimensions (L/W/H)  m  6 / 2.5 / 4

Dead load without crane  t  12.5

Dead load with crane  t  15

Feeding chain with roller  m  2.7

Axes  pcs.  2

Drawbar design: Top or bottom hitching

Wood splitter – Westtech: Splitting force 26 t

Ejector flap – blow up

* softwood: 75 cm, hardwood: 60 cm
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WOOD TERMINATOR 11 Z

The WT 11 Z is simply unbeatable in terms of chipping quality  
and throughput capacity for tractors up to 420 HP.

Chipper capacity: max. 200 lcm/h  Feed opening (W x H): 114 x 75 cm  
(loose cubic metres/hour) Tree diameter: max. 75 cm

Tractor-driven chipper WT 11 Z 
For demanding professionals
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WOOD TERMINATOR 11 Z

The aggressive feed and the fast reacting electronics enable trouble-free operation. Whole trees 
up to 75 cm in diameter are pulled in without the crane operator having to lift the feed roller. The 
CANBUS process control never slows down the feeding belt, so that the wood chips remain in the 
desired chipping length and clean, chunky, rather square chipped wood chips are produced. The large 
feed width (1.14 m) has great advantages especially for shrubs and treetop parts. The high hydraulic 
contact pressure of the massive upper feed roller produces beautiful, uniform wood chips even in 
the case of logging debris (P16S or P31S as well as P45S and P63 [ISO EN 17225 1-4]). The safe, fully 
automatic operation of the chipper allows the crane operator to concentrate fully on the loading 
work with the crane. This makes it possible to process up to 200 loose cubic metres/hour (lcm/h) 
of wood chips per hour without any problems.

Welcome to the professional of 
wood chip producers!
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Arguments that convince:

 3 Top feed belt
In contrast to the competitors, the feeding 
belt of this chipper is 2.7 m long thus, the 
4 m logs remain on the belt during crane 
loading and do not fall to the ground.

 3 Top drive
This machine has maintenance-free 
hydraulic drive motors for the feed screw 
conveyors.

 3 Top efficiency
The easy pull of the chipper drum and the 
modern electronics of the feed control 
protect the tractor and ensure a previously 
unattained degree of efficiency.

 3 Top protection
The patented foreign body securing of 
the chipper knives (against steel parts, 
stones ...) has proven itself and prevents 
larger damages to the chipper drum.

 3 Top screen change
The screen basket is divided, has a low 
weight and is easily changeable by one 
person in a few minutes.

 3 Top radio control
The radio control for the ejection functions 
can be easily operated by the carrier itself 
and completely fill the trailer, thus reduc-
ing the chipper crane operator's workload.

 3 Top throw blower 
Standard of WT 12.

Technical data  WT 11 Z

Feed opening (WxH)  cm  114 x 75

Tree diameter max.  cm  75 / 60 *

Chipper capacity up to max.  lcm/h  200

Chipper knives or blades  pcs.  5 / 10 / 14

Screen surface  m²  1.95

Ejection height max.  m  5.2

Throwing dist. (WT 12-blower)  m  18

Machine dimensions (L/W/H)  m  6.3 / 2.5 / 4

Dead load without crane  t  13

Dead load with crane  t  15.5

Feeding chain with roller  m  2.7

Power requirement tractor  HP  300 - 420

Axes  pcs.  2

Drawbar design: Top or bottom hitching

Rotor with interchangeable blades Lasco: Cone splitter

Control panel with colour display Top chipper knife setting gauge: 
quick knife change

NEW
* softwood: 75 cm, hardwood: 60 cm
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WOOD TERMINATOR 11XL Z

The WT 11XL Z is simply unbeatable in terms of chipping quality and  
throughput performance for tractors up to 500 HP, equipped with a  
new generation "Multi-Tool" rotor for chipper knives and blades.

Chipper capacity: max. 240 lcm/h  Feed opening (W x H): 135 x 80 cm  
(loose cubic metres/hour) Tree diameter: max. 80 cm

Tractor-driven chipper WT 11XL Z 
For full professionals on the wood chip market

NEW
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The large chipper, who technically

WOOD TERMINATOR 11XL Z

Many suggestions of professional contractors 

have been implemented with this chipper. In order 

to facilitate the exchange of the chipper knives 

or blades, a swivelling tool box and a swivelling 

screen holder were implemented. This means 

that the screen can be replaced more quickly 

and with less effort. 

The same principle was applied to the chipper 

knives. It is a huge advantage that the blower can 

be swivelled up completely, thus disturbances 

can be repaired faster. When the blower is open, 

the wear plates and throwing vanes can also be 

replaced more quickly.

Control panel with colour display
The new control panel is mounted ergonomi-

cally in the tractor cab. All functions are easily 

accessible for the operator. The responsive 

electronic CANBUS control ensures a load-de-

pendent switch-off of the feeding belt up to a 

tree diameter of 80 cm. 

The new version of the Process Box control in 

combination with the new chipper rotor allows 

the feeding belt to move back less and less. The 

positive result is: less small material in the wood 

chips - simply clean, chunky wood chips.

Wood chips Standard ISO-EN 172251
Standard wood chips can be produced by changing 

the screen and adjusting the feed speed. 

P16 = G30, P31/45 = G50, P63 = G100.
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WOOD TERMINATOR 11XL Z

is simply better than others!
A great advantage is the folding roller at the 

front feed chute, as longer logs cannot fall 

down of the feeding belt. In addition, this roller 

has a freewheel which prevents it from turning 

backwards. The horizontal feeding belt provides 

uniform wood chip quality. 

The inclined position of the side plates has 

the advantage that no wood residues remain, 

but rather the feeding belt conveys everything 

into the crocodile-like, aggressive feed. There 

is no need to get out of the tractor cab to clean 

with the broom when opening, the 

feeding belt moves freely.

Throw blower – speed hydraulically adjustable, blower 
housing can be swung open mechanically.

New throw blower Ø 1.2 m – new blower drive, speed adjustable, sparing 
throw blade, easy to maintain!

The new Mus-Max blower drive combines the advantages of a mechanical 

and hydraulic drive. Thanks to the drive gear specially developed by 

Mus-Max, we achieve the high efficiency of a mechanical drive while main-

taining the advantage of a hydraulic drive, hence being able to continuously 

adjust the speed. With the completely redesigned throw blower, it is now 

possible to swivel the holding plate with the gear and blower blade up 

to 180° out of the blower, which has also significantly improved service 

friendliness. The blowpipe can also be cleaned quickly if the throw blower 

is blocked by wood chips.

Crocodile-like feed – The exchangeable serrations and knives 

on the feed roller offer great advantages. This way, the feed 

always remains aggressive. The lower feed roller also has new, 

resharpenable teeth.

NEW
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WOOD TERMINATOR 11XL Z
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Technical data  WT 11XL Z

Feed opening (WxH)  cm  135 x 80

Tree diameter max.  cm  80 / 65 *

Chipper capacity up to max.  lcm/h  240

Chipper knives or blades  pcs.  6 / 12 / 14

Screen surface  m²  2.05

Ejection height max.  m  4.8 / 5.6

Throwing dist. (WT 12-blower)  m  18

Machine dimensions (L/W/H)  m  7.2 / 2.5 / 4

Dead load without crane  t  17

Dead load with crane  t  20

Feeding chain with roller  m  3

Power requirement tractor  HP  350 - 500

Axes  pcs.  2

Drawbar design: Top or bottom hitching

The new chipper generation - WT 11XL Z

This chipper is built for professionals who deal with a lot with shrubbery, treetop parts and 
processor wood waste. Due to the wide 1.35 m wide feed chute, residual tree wood and splinter 
wood are drawn in smoothly. Since this modern chipper generation has a large screen surface 
of 2.05 m², this chipper achieves an exceptionally high throughput capacity. The result of this 
development is top-quality wood chips with low diesel consumption. With the new chipper rotor 
in combination with the new feed control system, the feeding belt moves back very little. This 
results in very little fine materials in the wood chips. 

* softwood: 80 cm, hardwood: 65 cm

Arguments that convince:

 3 Top feed
Feed height for softwood 80 cm and for 
hardwood 70 cm

 3 Top feed belt
135 cm wide feed, ideal for shrubs and 
treetop parts

 3 Top feed chute
Side plate inclined on both sides – 
advantage: No wooden parts are left 
lying around.

 3 Top chipper rotor
The new generation of the chipper drum 
is easy to pull and produces top-quality 
wood chips. Chipper knives or blades 
possible. No danger of blockage.

 3 Top conveying
2 generously dimensioned screw 
conveyors convey the wood chips to 
the throw blower.

 3 Top throw blower
Speed hydraulically adjustable, great 
throwing distance

NEW
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WOOD TERMINATOR 12 Z

The largest tractor-driven wood chipper in the world has skills! It delivers  
unrivalled top performance in the tractor class from 400 to 600 HP.

Chipper capacity: max. 300 lcm/h  Feed opening (W x H): 135 x 90 cm  
(loose cubic metres/hour) Tree diameter: max. 90 cm

Tractor-driven chipper WT 12 Z 
Mega-machine with unique technology concept 
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WOOD TERMINATOR 12 Z

Under this motto we have surpassed 
ourselves with the new WT 12 Z. 
Because this tractor wood chipper has a large 
rotor diameter of 1.2 m. With a chipper rotor 
weight of 3 tons and a low rotor speed, the 
vibration moment has an enormous, "termi-
nator-like" impact force on strong logs. The 
large flywheel mass is transferred directly to 
the extra-strong chipper knives and ensures 
maximum throughput rates for wood chips. With 
a large screen surface of 2.2 m², the WT 12 Z 
beats all tractor-driven chippers on the market. 
This screen size has the advantage that the 
chipped material is no longer shredded – this 
means that the WT 12 chipper has the lowest 
proportion of fine materials.

"Better is the enemy of good"

The power feed  
grips "like a crocodile" 
With an aggressive, heavy, large feed roller and an enormous feed 
width, it is a great challenge for the crane operator to be able to load 
the machine. The proper fast wood crane with the appropriate crane 
tongs takes the large amount of residual wood supply to the WT 12 Z 
tractor-driven chipper.

Everything as convenient as possible for the operator
With trunk wood, the modern, load-dependent switch-off of the feed works 
wonders. There is no need to worry about the chipper, because it fully 
automatically processes the wood. The operator can therefore focus all 
his attention on the crane loading and ejector. All important functions are 
permanently visible on the display. A change of the chipper electronics 
from softwood to hardwood, fine or coarse wood chips or a change of 
the belt speed is possible in just a few seconds! This "high-tech" CANBUS 
control can do much more, but has to be explained by a specialist.
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WOOD TERMINATOR 12 Z

MUS-MAX tractor-driven chipper
Revolutionary advancement: Load-sensing hydraulics – as standard!
Modern hydraulic management requires an adjustable Danfoss axial piston pump in conjunction with 
several Danfoss PVG valves for the feed. Nothing is heated up with this load-sensing hydraulics, 
i.e. the oil flow is allocated power-oriented with a control line. With this valve technology, the 
feeding belt speed can also be electronically read in percent from the control panel. Furthermore, 
the feeding belt is driven by a powerful radial piston hydraulic motor without gearbox. This high-
tech hydraulic system of the Wood-Terminator 12 is otherwise only installed in excavators etc. 
Thus, the new WT 12 chipper has the strongest feed in this performance class.  3 Top axial piston hydraulic pump

 3 Top radial piston hydraulic motor

 3 Top extension table, foldable

 3 Changeable blades, resharpenable

 3 Logs up to 90 cm 

Fastest screen change – cleanly solved
The rotor cover is lifted hydraulically by electronic on-board hydraulics. 
The split screens can be exchanged in a few minutes, so customer requests regarding the 
chipping quality (from P16S to P31S, P45S, P63 and P100 [ISO EN 17225 1-4]) mean no 
expenditure for the operator.

 3 New chipper rotor generation with simple screen change through split screens

NEW

21



Mus-Max GmbH - Oberer Markt 8 - A-8522 Groß St. Florian - Austria - Tel. +43 (0)3464/2252 - Email: urch@mus-max.at

WOOD TERMINATOR 12 Z
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Technical data  WT 12 Z

Feed opening (WxH)  cm  135 x 90

Tree diameter max.  cm  90 / 75 *

Chipper capacity up to max.  lcm/h  300

Chipper knives or blades  pcs.  14

Screen surface  m²  2.2

Ejection height max.  m  4.5 - 5.3

Throwing distance max.  m  15

Machine dimensions (L/W/H)  m  6.6 / 2.5 / 4

Dead load without crane  t  17

Dead load with crane  t  20

Feeding chain with roller  m  3.15

Power requirement tractor  HP  420 - 600

Axes  pcs.  2

Drawbar design: Top or bottom hitching

Leas by technology
 �  You can drive around the clock in agriculture – because 

no tachograph is necessary (even on weekends).

 �  You will not get stuck with the tractor in any terrain because 
it has large wheels that can be fitted with snow chains, e.g. 
Claas-Xerion, Fendt 1050. In addition, the Claas has a rotating, 
air-conditioned, free-view cabin. These tractors have engines 
with larger displacement and are suitable for continuous 
operation. The chipper can also be equipped with a special 
non-slip tyre tread.

 �  The opening and closing of the feeding belt works hydrau-
lically without you needing to get down from the tractor, so 
that a fast drive on to the next chipping place is possible.

 �  The radio control at the ejector reduces the crane opera-
tor's workload, the movements of the ejector are controlled 
by the trailer driver.

 �  A perfect wood chip throwing stream of the ejector enables 
a targeted filling of the trailers or bunkers right up to the top.

 �  The flexibility of chipping operations, efficiency, long 
service life, easy maintenance, ergonomic handling as well 
as the comfort for the driver – all this is only possible with 
the WT 12 Z tractor chipper. 

 �  NEW: The knife blades can be resharpened seven times! 
After sharpening, these new quick-change blades are extended 
to their original size with a laser plate. No competitor is 
currently able to achieve this economic efficiency.

 3 Functional: Swivellable tool box

 3 Swivellable screen with holder

 3 Standard wood chips 3 Top Stainless steel knife box

* softwood: 90 cm, hardwood: 75 cm
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The mission statement of the MUS-MAX company
The family business MUS-MAX has been a reliable 
partner for agriculture for over 160 years. You can 
rely on our handshake quality, we are driven by 
a spirit of innovation. Customer proximity is not 
just a word at MUS-MAX, but is actively lived in 
all business relationships. The success of the 
customer with our machines is what we aim for. 
We want to make work easier for our customers 
and thus improve their quality of life. We create 
this benefit with equipment for wood and silage 
technology as well as with farm mechanisation 
and the associated services.

Environmental awareness – Energy
MUS-MAX as a family business takes its respon-
sibility towards future generations and the envi-
ronment very seriously. Our task is to develop 
"agricultural and forestry technology" which 
is innovative and sustainable. Agriculture and 
its aspects should be promoted ecologically, 
economically and socially.

The customer is the focus of MUS-MAX. Its 
central role guarantees highest demands in 
the development of new products.
Our employees are the best in the region. Since 
many employees have their own roots in agricul-
ture, they know of the new challenges tomorrow 
brings. This employee expertise is integrated into 
practical solutions for the future. Apprentices and 
employees are constantly trained and educated 
in a practice-oriented manner in order to achieve 
their current goals. Our managers, through 
their personality, have the strength to adhere 
to goals and delivery dates. The employees 
achieve their goals through teamwork, con-
sistent work and thus ensure quality. They are 
also responsible for ensuring that operational 
procedures and cost minimisation are constantly 
improved. Employees who introduce improve-
ments are appreciated. Our corporate culture 
is one of straightforward cooperation – and 
we also respect the wishes of our employees.

We work with very high quality standards. 
Final machine inspections and handovers are 
recorded in writing. Because transparency cre-
ates motivation, identification and productivity! 
But also the handling of mistakes – we call it 
"error joyfulness" – is a part of the quality in our 
company. However, they can only be tolerated 
if new ideas are creatively implemented. Thus 
also the quality thinking rises. In this sense, the 
new welding standard EN ISO 3834-3 has been 
implemented.

"Only if you dare to do things you haven't 
mastered before will you grow!"  

(Ralph Waldo Emerson)

We see change as an obligation to innovate – we 
are looking ahead. Nothing is more constant than 
change. It is therefore always time for change, 
because there is nothing today that we cannot 
do better tomorrow. This awareness is the base 
for the ongoing development of every employee, 
as well as our entire company. "One who does 
not move – does not make any difference!"

We live in an environmentally conscious way 
The thoughtful treatment of nature is doubly 
important to us. We therefore try to achieve a 
balance between ecology and economy in our 
company. For us, this means above all avoiding 
unnecessary packaging, using environmentally 
friendly cleaning agents and paints and install-
ing extraction systems to protect employees. 
The assembly hall at Plant II is operated with 
a 200 kW wood chip furnace, the main plant at 
Plant I is connected to the local heating pipe-
line of the municipality. Our chippers are also 
used there. Using energy meaningful has not 
only cost reasons for us in general, because: 
"We have not inherited the world from our fathers,

 but only borrowed it from our children!"

We act impeccably ethical 
We consciously acknowledge that we live in the 
3. millennium in a unifying Europe. From this we 
derive boundless openness towards all peoples, 
cultures and their members as their represent-
atives. The agricultural machinery industry is 
deeply humane. All our employees are friendly 
to our customers, but above all their teams are 
connected through friendship. In overcoming con-
flicts, for the benefit of all, we strive to transform 
tensions into positive energy as base for new 
creativity. Our attitude proves that performance is 
based on the principles of decency and humanity 
towards society and employees. Under our code of 
ethics we unambiguously understand the values 
of integrity, honesty, reliability and loyalty! 

We aim high 
We generally develop our company goals in 
teams – this is the only way we can achieve them 
together. We derive our goals from our ideas and 
pursue them through an active methodology. We 
constantly adapt them in order to always keep 
trying. That always challenges us, but doesn't 

overwhelm us. Here the motto is: "Always ask 
more of yourself than others can ever ask of you." 
But goals are also an important driving force for 
each of us in the team, because achieving them 
is our greatest asset. The quality of our goals 
determines the quality of our future!

We make profits and grow
Positive operating results enable us to achieve 
financial independence and corporate growth in 
line with our corporate goals. They also guarantee 
safety for our employees as well as their families 
and the creation of new jobs for the economy. 
Expansion makes us attractive, strengthens our 
competitive position and helps us to find and 
retain the best employees and apprentices. It 

constantly gives new impetus to our company 
organisation. As a motivator, growth is pure 
oxygen and therefore an absolute must for us. It 
creates a company environment in which vitality 
and enthusiasm prevail. Our skilled workers see 
real opportunities for their own development. 
Therefore, growth is and remains our most 
important driving force!

We believe in our company
Through our performance, we provide extraordi-
nary benefits to our customers, employees and 
suppliers. Our friendliness, quality and profes-
sionalism have established MUS-MAX among 
the top agricultural and forestry technology 
companies in Europe. The strong market position 
was consolidated with many patents. Thus we 
also create an exemplary good reputation for our 
company. We have always lived up to the high 
expectations of our customers and distributors. 
We rather see these expectations as a minimum 
and look forward to new challenges every day. 
Our competition is that extra something! Our 
youthfulness gives us the dynamism and esprit 
to uncompromisingly comply with this profile. 
What is the key to success? Our way of life! A 
good mood in the company is a more important 
base than any knowledge and capital could be. 
Only positively thinking people radiate enthu-

siasm and competence. Our homeland – with 
forest, meadows, fields and vineyards – represents 
one of the best economic and culinary regions 
of Austria. We can be very satisfied with our 
previous developments – but we don't want to 
be content with them! We still have a lot to do! 

Sowing innovation – reaping success. 
The secret of success? 
Quality and speed!

Our values
Traditional values have a future if they are 

redefined!
Strengthening individual responsibility

This means giving the employee more responsi-
bility and competencies

Honest and respectful interactions 
Maintaining customer proximity, focusing on good 

products
Thinking together in solutions 

From “I” to “We”; promoting teamwork
Seeing something new as an opportunity, 

driving positive changes
Adapt to time, keep trying, implement 

rationalisation
Achieving set goals, success with plan 

Be successful with foresight

Our determined employees live these values and 
show strength and confidence.  

We express our gratitude for all of you for that!

The family business Mus-Max is a partner you 
can count on: committed, innovative and with 

handshake quality.

Our visions and goals 

Robert Urch, Director KommR. Erich Urch, Director
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WT 12 Z

WT 10XL Z WT 11 Z WT 11XL Z

tractor-driven chipper

Why should you buy the Wood Terminator hacker?

 f Because it is one of the best mobile wood chippers in Europe

 f Because many regular customers buy it again out of conviction

 f Because wear and maintenance costs are very low

 f Because spare parts supply and the Mus-Max service work

 f Because the Mus-Max power team offers handshake quality

Our partner:

Here are the most important criteria when buying a chipper
 c Which wood chips (logs, shrubs) should be chipped?

 c Which wood log diameter do I want to chop?

 c What is the planned annual wood chip quantity (loose cubic metres)?

 c Which chipper dimensions are necessary?

 c Where should the chipper be used (in the forest, in the mountain forest, 
permanent location)?

 c What off-road capability does the chipper need?

 c Which wood chip customers do I have – according to quality:  
P16S/small heaters or P31S, P45S/P63 heaters?

 c Are you driving on motorways or country roads?

All our devices and machines are constantly tested and 
further developed. We reserve the right to make technical 
changes and to change performance specifications. 
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Feed opening (WxH) max. 64 x 50 cm
Chipper capacity:  up to 60 lcm/h

Feed opening (WxH) max. 64 x 60 cm
Chipper capacity:  up to 100 lcm/h

Feed opening (WxH) max. 82 x 70 cm
Chipper capacity:  up to 130 lcm/h

Feed opening (WxH) max. 98 x 75 cm
Chipper capacity:  up to 180 lcm/h

Feed opening (WxH) max. 114 x 75 cm
Chipper capacity:  up to 200 lcm/h

Feed opening (WxH) max. 135 x 80 cm
Chipper capacity:  up to 240 lcm/h

Feed opening (WxH) max. 135 x 90 cm
Chipper capacity:  up to 300 lcm/h
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B

Innovation as a strategy!

WOOD TERMINATOR

Today MUS-MAX counts as one of 

Europe's leading manufacturers of inno-

vative high-tech mobile chippers.

The company philosophy is characterised 

by the constant search for even better 

solutions.

The leadership team:

Erich Urch, KommR. with Helene Urch,

Robert Urch with Martina Urch-Rossi


